TE £ ONAL S PROPOSED TEMPORARY’/'R “FS | f{i i P THE FOLLOWING EXISTING TRAFFIC SIGNAL EQUIPMENT SHALL BE RELOCATED TO THE PROPOSED SIGNAL. THE CONTRACTOR SHALL
NOTES FOR TEMPORARY TRAFFIC SIGNALS EASEMENT ‘/k’l RA | —nNoTE 15 | i P SAFELY STORE ALL EQUIPMENT TO BE RELOCATED TO THE PROPOSED SIGNAL AS PER THE TRAFFIC SIGNAL SPECIFICATIONS. R
1. . ALL CONTROL EQUIPMENT INCLUDING EMERGENCY PRE-EMPTION AND COMMUNICATION DEVICES FOR THE PROPOSED R.O.H. ! ‘ i ‘U‘ i I | EXISTING ROM.
TEMPORARY TRAFFIC SIGNAL(S) SHALL BE FURNISHED BY THE CONTRACTOR. R RI s | R Lo 4 EACH EMERGENCY VEHICLE PRIORITY SYSTEM, DETECTOR UNIT (INCLUDE ‘CONFIRMATION BEACONS)
ol s 1 EACH EMERGENCY V P
2. ONLY CONTROLLERS SUPPLIED BY ONE OF THE DISTRICT APPROVED CLOSED LOOP EQUIPMENT MANUFACTURERS WILL ‘ i ol i ; P 1 EACH umNrEERRupTﬁaTELgovsgéozhgrstYiL%MCAS?NSEI?G(C%WLETE)
BE APPROVED FOR USE AT TEMPORARY SIGNAL LOCATIONS. ALL CONTROLLERS USED FOR TEMPORARY TRAFFIC , ;;I o ; [ : ;
NITH EXISTING MONITORING. SORTWARE. APPROVED. BY 1001 DISTRICT & INGTALLED TN A NEWA Top CABINET. GNLY k THE FOLLOWING EXISTING TRAFFIC SIGNAL EQUIPMENT SHALL BE RELOCATED TO THE TEMPORARY TRAFFIC SIGNAL INSTALLATION. ALL WORK
I G e D B T e et Lo I . K1 ‘ 90’ REQUIRED T0 RELOCATE MD REINSTALL THE EQUIPNENT SHALL BE INCLUDED IN THE PAY [TEM 'RELOCATE EXISTING
3. ALL TRAFFIC SIGNAL SECTIONS AND PEDESTRIAN SIGNAL SECTIONS SHALL BE LE.D. AND 12” (300 mm) DIAMETER. HEADS ko R@] = .
SHALL BE PI.ACED AS INDICATED ON THE TEMPORARY TRAFFIC SIGNAL PLAN OR AS DIRECTED BY THE ENGINEER. ! | 90" 1 EACH UPS ETHERNET IP CARD
PEDESTRIAN SIGNALS SHALL INCLUDE SOLID INTERNATIONAL SYMBOLS. PEDESTRIAN SIGNALS WITH COUNTDOWN TIMERS \J\\L i i 1 EACH MALFUNCTION MANAGEMENT UNIT
SHALL BE USED WHEN THE EXISTING INSTALLATION UTILIZES COUNTDOWN TYPE OR AS DIRECTED BY THE ENGINEER. i i
COUNTDOHN TYPE PEDESTRIAN SIGNALS ARE NOT TO BE INSTALLED AT A RAILROAD INTERSECTION. THE CONTRACTOR P ' | THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR, SHALL REMAIN THE PROPERTY OF THE STATE AND SHALL BE DELIVERED BY
SLLUSTRATED ON THE PLANS FOR CONSTRUCTION STAGING. THE TEMPORARY TRAFFIG SIONAL SHALL REMAIN TN O Kk Is K‘\ THE CONTRACTOR TO THE STATE'S TRAFFIC SIGNAL CONTRACTOR'S MAIN FACILITY AS PER THE TRAFFIC SIGNAL SPECIFICATIONS.
OPERATION DURING ALL SIGNAL HEAD' RELOCATIONS. EACH TEMPORARY TRAFFIC SIGNAL HEAD SHALL HAVE ITS OWN s ™ T
CABLE FROM THE CONTROLLER CABINET TO THE SIGNAL HEAD. - N F gg Lio w1 12’{ il 1 | e - | 2 At SOLAR POWERED FLASHING BEACON ASSEMBLY (L ROUTE 72
N 1 1 1
4. ALL EXISTING STREET NAME AND INTERSECTION REGULATORY SIGNS SHALL BE REMOVED FROM EXISTING POLES, RELOCATED k& i ‘ " ' | THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR, SHALL REMAIN THE PROPERTY OF THE KANE COUNTY DIVISION oF
AND - SECURRLY FASTENED. T ‘THE  SPAN WIRE OR WOOD POLE RS DIRECTED BV THE ENGINGER. K N ! ) | Lo TRANSPORTATION, AND SHALL BE DELIVERED BY THE CONTRACTOR TO THE COUNTY'S TRAFFIC SIGNAL MAINTENANCE CONTRACTOR'S MAIN FACILITY
19 ‘ 7o’ \\ AS PER THE TRAFFIC SIGNAL ‘SPECIFICATIONS.
5. ANY TEMPORARY SIGNAL WITHIN AN EXISTING CLOSED LOOP TRAFFIC SIGNAL SYSTEM SHALL BE INTERCONNECTED TO THAT KT ‘ g \
SYSTEM USING SIMILAR BRAND CONTROL EQUIPMENT. ; | 1 EACH CONTROLLER
k " o | i - 2 EACH SOLAR FOWERED FLASHING BEACON ASSEMBLY (RANDALL ROAD) ® [LEFTON
6. THE TEMPORARY TRAFFIC SIGNAL SHALL HAVE THE SIGNAL HEAD DISPLAYS, SIGNAL HEAD PLACEMENTS AND CONTROLLER ' | ~
PHASING MATCH THE EXISTING TRAFFIC SIGNAL, AT THE TIME OF THE TURN ON, IF NO TRAFFIC STAGING IS IN PLACE OR ! ] i \ THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR, SHALL REMAIN THE PROPERTY OF THE KANE COUNTY GREEN
WILL NOT BE STAGED ON THE DAY OF THE TURN ON. ’ 4 £ ,"’I@”é}?“ém FIBER OFTIC ; \ DIVISION OF TRANSPORTATION, AND SHALL BE DELIVERED BY THE CONTRACTOR TO THE KANE COLNTY TRAFFIC MANAGER. ARROW
H Ay
7. UNINTERRUPTIBLE POWER SUPPLY (UPS) SYSTEMS SHALL BE INSTALLED AND MADE OPERATIONAL AT TEMPORARY TRAFFIC / 1 i \ o ~
SIGNAL INSTALLATIONS WHERE UPS IS INSTALLED AT THE EXISTING TRAFFIC SIGNAL, TEMPORARY. TRAFFIC SIGNALS AT £ \‘\igréioz:ét)rs PORARY % \ L EACH ETHERNET MANAGED SHITCH : ONLY
RAILROAD_INTERSECTIONS, AND TEMPORARY TRAFFIC SIGNALS AT INTERSECTIONS WITH FIRE STATION ACTUATED EMERGENC M ' \ . N
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8. TRAFFIC SIGNAL MANAGEMENT SYSTEMS SHALL BE MAINTAINED IN OPERATION' AS INDICATED ON THE PLANS OR AS DIRECTED BY \ - . |
THE ENGINEER. REQUIRED EQUIPMENT SHALL BE AS SHOWN ON THE PLANS AND THE CONTRACTOR SHALL PLACE THE EQUIPMENT AN it \ A // 1 NOTES FOR TEMPORARY TRAFFIC SIGNALS (CONTINUED)
IN OPERATION TO THE SATISFACTION OF THE ENGINEER. AND THE AGENCY RESPONSIBLE FOR THE TRAFFIC SIGNAL MANAGEMENT SYSTEM.. ™ ITNE][/EPFg)koAmeCFTIB% gg;ﬁm . | P 15. THE EXISTING FLASHING BEACON ASSEMBLIES AND W3-3 ADVANCE SIGNAL WARNING SIGNS SHALL BE REMOVED FROM THE NORTHBOUND
9. DETECTION AT TEMPORARY TRAFFIC SIGNALS SHALL BE INCLUDED FOR ALL APPROACHES OF THE INTERSECTION UNLESS INDICATED P AND SOUTHBOUND APPROACHES ON RANDALL ROAD. THIS WORK SHALL BE PAID AT THE CONTRACT UNIT PRICE EACH FOR "REMOVE
OTHERWISE ON THE PLANS. THE DETECTION SYSTEM MUST MEET THE SPECIFICATIONS OF DISTRICT 1 AND THE CONTRACTOR SHALL PARKHAY./JQY LANE | | ;i’ EXISTING FLASHING BEACON INSTALLATION COMPLETE".
. | i ! Il
PLACE THE DETECTORS INTO OPERATION TO THE SATISFACTION OF THE ENGINEER =§ o i 16. A NEW ETHERNET MANAGED SWITCH SHALL BE INSTALLED IN THE TEMPORARY TRAFFIC SIGNAL CONTROLLER CABINET AND SHALL BE
10, WHEN PAN, TILT, ZOOM CAMERAS ARE INSTALLED AT THE EXISTING INTERSECTION OR ARE CALLED FOR IN THE PLANS, THE H 1 12 2 i RELOCATED TO THE PERMANENT TRAFFIC SIGNAL INSTALLATION UPON TURN-ON. ALL WORK ASSOCIATED WITH INSTALLATION AND
RACTOR SHA Bl R TAED AT TH ! i ; g RELOCATION OF THE ETHERNET MANAGED SWITCH TO THE SATISFACTION OF THE ENGINEER AND THE KANE COUNTY DIVISION OF
o TﬁEECAMERANSS LLING AND MAINTAINING THE CAMERAS TO THE SATISFACTION OF THE ENGINEER AND H | po TRANSPORTATION SHALL BE INCLUDED IN THE PAY ITEM “ETHERNET MANAGED SWITCH, TYPE 1”.
i1 ag , i y
1. THE PROPOSED PAN, TILT, ZOOM CAMERA SHALL BE INSTALLED ON THE TEMPORARY SIGNAL AT THE LOCATION SHOWN ON THE PLANS. | 80 76 1 IT_,| 17. THE TEMPORARY TRAFFIC SIGNAL WOOD POLES SHALL BE 60 FEET IN HEIGHT. TO ACCOMMODATE INSTALLATION OF TEMPORARY
THE PTZ CAMERA SHALL BE RELOCATED TO THE PERMANENT SIGNAL INSTALLATION PRIOR TO TURN-ON. ALL WORK REQUIRED TO i | LIGHTING AT THE INTERSECTION.
RELOCATE THE PTZ CAMERA TO THE PERMANENT TRAFFIC SIGNAL AND ENSURE PROPER OPERATION TO THE SATISFACTION OF THE H | |
ENGINEER AND THE KANE COUNTY DIVISION OF TRANSPORTATION SHALL BE INCLUDED IN THE PAY ITEM "VIDEO TRAFFIC MONITORING \,f>' |
SYSTEM WITH PTZ CAMERA" \D?' . l | THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR AND SHALL BE
12. * THE VIDEO DETECTION CAMERAS INSTALLED ON THE TEMPORARY TRAFFIC SIGNAL INSTALLATION SHALL HAVE THE CAPABILITY TO e VR B 7 vit o e o A S NOTE:
BE RENOTELY ACCESSED THROUGH THE KANE COUNTY ATMS NETHORK. THIS NORK SHALL BE INCLUDED IN THE PAY ITEM “NETWORK N ‘; — VALUE OF THE REMOVED EQUIPMENT SHALL BE REFLECTED IN THE CONTRACT BID PRICE. THE TRAFFIC SIGNAL CONTROLLER EQUIPMENT
’ ) }} | ! T —— 1 EACH CONTROLLER CABINET, TYPE IV FOR THIS PROJECT SHALL BE "“EAGLE”
13. 'THE ETHERNET IP CARD IN THE EXISTING UNINTERRUPTIBLE POWER SUPPLY SHALL BE REMOVED AND REINSTALLED IN THE TEMPORARY i : I 2. 4 EACH STEEL COMBINATION MAST ARM ASSEMBLY AND POLE TO MATCH THE EXISTING ADJACENT SYSTEM.
UNINTERRUPTIBLE POWER SUPPLY. UPON TURN-ON OF THE PERMANENT TRAFFIC SIGNAL EQUIPMENT, THE ETHERNET IP CARD SHALL \\,‘>' i w R o 4 EACH SIGNAL POST
BE REMOVED FROM THE TEMPORARY UPS UNIT AND INSTALLED IN THE PERMANENT UPS UNIT. THIS WORK SHALL BE INCLUDED IN THE i i o 9 EACH SIGNAL HEAD, 1-FACE, 3-SECTION RESTORATION OF WORK_AREA.
PAY ITEM “RELOCATE EXISTING TRAFFIC SIGNAL EQUIPMENT”, 3 _ AN 3 EACH SIGNAL HEAD, 1-FACE, 5-SECTION RESTORATION OF THE TRAFFIC SIGNAL WORK AREA SHALL BE INCICENTAL TO THE
14, THE EXISTING SOLAR POWER UNITS AND FLASHING BEACONS SHALL BE REMOVED FROM THE EXISTING FLASHING BEACON ASSEMBLIES ! no ' “<\ 3 EAH . SO VEAD, DFACE, -3 SCHA E%AT%)«DP% EXTRA COMPENSATION SHALL BE ALLOWED. AL ROADWAY SURFAGES SUCH
ON IL ROUTE 72. THE EXISTING W3-3 ADVANCE SIGNAL.  WARNING SIGNS AND SUPPLEMENTARY STREET NAME PLAQUE SHALL REMAIN. ] t ! NOTE 15 ! i R 1-5 SECTION' ' : AS SHOULDER, MEDIAN, SIDEWALKS, PAVEMENT, ETC. SH BE REPLAC ém
THIS WORK SHALL BE INCLUDED IN THE PAY ITEM “REMOVE EXISTING FLASHING BEACON INSTALLATION COMPLETE. 2 . TR0 ; T, ETC. SHALL | ACEQ IN KIND. ALL
s i & } I EACH  SERVICE INSTALLATION DAMAGE TO MOWED LAWNS SHALL BE REPLACED WITH AN APPROVED SALT TOLERANT SO,
: s 0o e 4 EACH  LUMINAIRE AND ALL DAMAGE TO UNMOWED FIELDS SHALL BE SEEDED IN ACCORDANCE WITH STANDARD
g o LT ‘ SPECIFICATIONS 252 AND 250 RESPECTIVELY.
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